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ABSTRACT 

In this work, different non-contact fiber-optic pyrometers have been developed for measuring localized temperatures on
material removal area during mechanizing processes. Designs are developed for adaptation to the harsh measuring
conditions on specific cutting tool machinery and using commercial optoelectronics and fiber-optic components for
resolution enhancement. A 0.1 dB/ºC sensitivity at 300 ºC is obtained, and calibration curves at 1100 nm, 1300 nm, 1550 
nm and 1610 nm are reported. Different reception circuits are used for testing resolution limits, higher bandwidths imply
greater noise and worst results as expected. 
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INTRODUCTION

Temperature measurement is one of the most complex subjects in metal cutting operations due to the difficulty in 
making those measurements very close to the cutting edge. Temperature affects both the tool and the workpiece, being
the heat generated in the cutting process the main cause of surface degradations, wear and thermo-mechanical failure, in 
particular, cracking. The primary effect of temperature is on tool wear. Although there are different tool wear 
mechanisms, it is well known that the progressive tool wear is mainly produced by temperature dependent mechanisms 
[1]. Both the maximum temperature and the temperature gradient also influence subsurface deformation, metallurgical
structural alterations in the machined surface, and residual stresses in the finished component.  

In order to predict the consequences of thermal damage, several techniques have been developed to measure the 
temperature in material removal process such as resistance methods and thermocouples [2]. Even though thermocouples 
are inexpensive and easy to use transducers, they have several disadvantages; they can interfere with the flow of heat,
they have limited transient response, it is difficult to estimate the gradient of temperature with this technique, and they 
are contact sensors which cannot be easily located on limited spaces such as an edge of the cutting tool in material
removal operations. In addition to thermocouples, infrared (IR) radiation technique is the second most used method for
temperature measurement in machining. It performs a non-intrusive technique, so the IR radiation technique does not 
interfere with the flow of heat as thermocouples do. It also provides a very fast response, which is a mandatory 
requirement in high speed machining temperature measurements. However, the need to know the exact surface 
emissivity, the chip obstruction, and the low signal levels are the main disadvantages of this technique [3]. Recently it 
has been used a two-color fiber optic pyrometer for measuring the cutting tools edge temperature in finish hard turning
[4] but for temperatures greater than 800ºC. These two-color fiber-optic pyrometers are developed for reducing the
uncertainty associated with emissivity, but at the expense of reducing its sensitivity and temperature range [4-6].

In this work, different fiber-optic pyrometers have been developed for localized temperature measurements on cutting 
tools during mechanizing processes. The novelty of the designs is based on assuring adaptation to the harsh measuring 
conditions. In addition to, these solutions take advantage of commercial optoelectronics and fiber-optic components well 
established on Wavelength Division Multiplexing optical communications networks for improving resolution, and 
consequently the availability to measure at lower temperatures.
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THEORETICAL BACKGROUND AND APPLICATION SCENARIO 

Any object, at a temperature T above zero Kelvin, radiates energy in all directions at different wavelengths, . This 
radiation depends on the temperature of the object. For a perfect blackbody the intensity Bλ(T) and the spectrum of the 
blackbody radiation at a given temperature is given by Planck equation: 
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wher e h is the Planck constant (6,626·10 -34 J·s), k is the Boltzman constant (1,3806·10 -23 J·K), and c  is the speed of light 
in vacuum (2,9979·10 8 m/s). By integration all over the wavelength range it can be seen that total energy density of 
backbody radiation increases as a rate T 4.

The ex pression of the black body radiation can be expressed in terms of spherical coordinates which can be seen as th e
radiation loss of in a certain direction, from a real surface. This radiation loss is given by:

'
,T ,T ,TBB Aε= ⋅⋅⋅Ω (2)

wher e A is the area of the radiation emitting surface,  is the solid angle formed by th e surface and the sensing point, 

and ,T is the emissivity of the radiant surf ace. The energy radiated by a body can be collected by a fiber optic line and
measured using a photodetector. The response of the pyrometer as a function of both wavelength and temperature can be 
expressed as:  

'
,T ,TPB GR dλ λ λ=⋅⋅⋅Δ⋅  (3)

where G is the amplifier gain, R  is the photodetector responsivity, and  is the wavelength range of the detector. 

In a two-color pyrometer, filters allow two narrow wavelength bands to pass through to two independent photodetectors 
for avoiding emissivity wavelength dependence or intensity fluctuations that could distort the measurements . 

Fig. 1. Temperature sensing scheme using silica-based optical fiber, very close to me tal cutting edge on hard turning. Inset: 
photograph of the fiber-optic sensor location on the cutting machinery tool.

Measuring point
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The cone of view of the detector depend s on the optical system used; if fiber op tics are put at the pyrometer head placed
at the end of the body, tem perature of ve ry localized areas can be measured. Fiber- optic pyrometers are also attractive for
measu ring on harsh environment conditions such as gas turb ine engines [8]. Harsh measuring conditions and lo calized
measurem ents in hard to reach access poi nts are the requirements for measuring temperature in metal cutting operati ons
and very close to the cutting edge, as shown in Fig. 1 for the current application.  

EXPERIMENTAL SETUP AND RESULTS 

The optical fiber used is a Corning® InfiniCor® 62.5/125 multimode optical fiber, with numerical aperture 0.275 ± 
0.015 and temperature limits: 60 ºC to +85 ºC. The buffer coating of last s ection of fiber lead is stripped for increasing 
temperature range (near to smelt point of silica). This section is about 3 cm long . 

  (a) (b) 

   

 
 
 

Fig. 2. (a) Scheme of the experimental set-up for characterizing the one color pyrometer. (b) Calibration curve and linear 
approximation for the one color pyrometer.

Fig. 3. Calibration curves a nd linear approximation for different waveleng ths of the two color pyrometric sensor.
(Blue) 1115 nm; (Red) 1310 nm; (Green) 1550 nm; (Violet) 1610 nm.
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The sensor calibration curve for the one-color pyrometer was measured using the set-up shown in Fig. 2(a). The fiber 
sensor was fixed at a distance of 0.25 cm from rectangular highly conductive metal base plate. The temperature of the
latter was controlled using a heating source (Linkam® LTS350) and a controller unit (Linkam® TP94). The controller 
and heating units give a temperature range from +30 ºC to +350 ºC. Using the accurate temperature monitor of the
controller unit, the voltage from radiance intensity was measured using a photodetector (Thorlabs® PDA10CS) and an 
oscilloscope (Tektronic® TDS2012). 15 ºC intervals for a temperature range from +30 ºC to +300 ºC and 5 ºC intervals
for a temperature range from +300 ºC to +350 ºC were tested. Experimental calibration curves are shown in Fig. 2(b). It 
should be noted that there is too much noise for temperatures below 250ºC.

On the other hand, the sensor calibration curve for the two-color pyrometer was measured using the same set-up shown 
in Fig. 2(a), but the Optical-to-Electrical (O/E) converter and the oscilloscope is replaced by an optical power meter
(EXFO® PF-1100).  

Intensity radiance at each discrete wavelength was measured at 15 ºC intervals for a temperature range from +230 ºC to 
+300 ºC, and 5 ºC intervals for a temperature range from +300 ºC to +350 ºC. The minimum and maximum range was
limited by the optical power meter resolution ( 85 dBm). Results are shown in Fig. 3, including a linear approximation
for each calibration curve. From +300 ºC to +350 ºC, a sensitivity of 0.1dB/ºC at 1300nm is obtained. 

CONCLUSIONS

In this work, two fiber-optic sensors based on thermal radiation have been designed to measured temperature in material
removal processes. The main advantages of these sensors are the ability to realize non-contact temperature
measurements, avoiding interference with heat flow, the capability to measure temperatures rapidly, the small size of the 
sensing head and the low cost. From the experimental results, it can be seen that the best option for measuring
temperature in material removal processes, using mature optical communications devices, is a two-color pyrometer
because emissivity dependence is overcome and wavelength division multiplexing devices are prepared for working with
narrow bandwidths. Using off-the-shelf equipment designed for detection of very low signal levels, sensitivities of
0.1dB/ºC at 1300nm are obtained without special collimating optics, unable to be easily placed in this measuring
framework.  
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