
This document is published in:

Medical Physics (2015). 42(3), 1398-1410. 
DOI: http://dx.doi.org/10.1118/1.4908226

 © 2015 American Association of Physicists in Medicine

Ins t i tu t ional  Repos i tory  

http://dx.doi.org/10.1118/1.4908226
http://e-archivo.uc3m.es/


Recovery and normalization of triple coincidences in PET

Eduardo Lage* and Vicente Parot
Madrid-MIT M+Visión Consortium, Massachusetts Institute of Technology, Cambridge, Massachusetts 02139

Stephen C. Moore and Arkadiusz Sitek
Division of Nuclear Medicine, Department of Radiology, Harvard Medical School and Brigham and Women’s 

Hospital, Boston, Massachusetts 02115

Jose M. Udías
Grupo de Física Nuclear, Departamento de Física Atómica Molecular y Nuclear, Universidad Complutense 

de Madrid, CEI Moncloa, Madrid 28040, Spain

Shivang R. Dave
Madrid-MIT M+Visión Consortium, Massachusetts Institute of Technology, Cambridge, Massachusetts 02139

Mi-Ae Park
Division of Nuclear Medicine, Department of Radiology, Harvard Medical School and Brigham and Women’s 

Hospital, Boston, Massachusetts 02115

Juan J. Vaquero
Departamento de Ingeniería Biomédica e Ingeniería Aeroespacial, Universidad Carlos III de Madrid, 

Leganés 28911, Spain

Purpose: Triple coincidences in positron emission tomography (PET) are events in which three

γ-rays are detected simultaneously. These events, though potentially useful for enhancing the sensi-

tivity of PET scanners, are discarded or processed without special consideration in current systems,

because there is not a clear criterion for assigning them to a unique line-of-response (LOR). Methods

proposed for recovering such events usually rely on the use of highly specialized detection systems,

hampering general adoption, and/or are based on Compton-scatter kinematics and, consequently, are

limited in accuracy by the energy resolution of standard PET detectors. In this work, the authors

propose a simple and general solution for recovering triple coincidences, which does not require

specialized detectors or additional energy resolution requirements.

Methods: To recover triple coincidences, the authors’ method distributes such events among their

possible LORs using the relative proportions of double coincidences in these LORs. The authors

show analytically that this assignment scheme represents the maximum-likelihood solution for the

triple-coincidence distribution problem. The PET component of a preclinical PET/CT scanner was

adapted to enable the acquisition and processing of triple coincidences. Since the efficiencies for

detecting double and triple events were found to be different throughout the scanner field-of-view, a

normalization procedure specific for triple coincidences was also developed. The effect of including

triple coincidences using their method was compared against the cases of equally weighting the triples

among their possible LORs and discarding all the triple events. The authors used as figures of merit

for this comparison sensitivity, noise-equivalent count (NEC) rates and image quality calculated as

described in the NEMA NU-4 protocol for the assessment of preclinical PET scanners.

Results: The addition of triple-coincidence events with the authors’ method increased peak NEC

rates of the scanner by 26.6% and 32% for mouse- and rat-sized objects, respectively. This increase

in NEC-rate performance was also reflected in the image-quality metrics. Images reconstructed using

double and triple coincidences recovered using their method had better signal-to-noise ratio than those

obtained using only double coincidences, while preserving spatial resolution and contrast. Distribu-

tion of triple coincidences using an equal-weighting scheme increased apparent system sensitivity

but degraded image quality. The performance boost provided by the inclusion of triple coincidences

using their method allowed to reduce the acquisition time of standard imaging procedures by up to

∼25%.

Conclusions: Recovering triple coincidences with the proposed method can effectively in-

crease the sensitivity of current clinical and preclinical PET systems without compromising other
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parameters like spatial resolution or contrast.

Key words: PET, triple coincidences, noise-equivalent count rate, interdetector scatter, triple random 
events, normalization correction

1. INTRODUCTION

High sensitivity is a critical performance parameter of posi-

tron emission tomography (PET) scanners required for ob-

taining images with acceptable values of signal-to-noise ra-

tio (SNR). This is especially relevant to reduce scan times 
in long procedures (e.g., a whole body scan) or when per-

forming dynamic or gated studies. The sensitivity of a PET 
scanner is mainly determined by the intrinsic efficiency of 
the detection system (fraction of incident photons detected) 
and the solid angle coverage of the imaged object or patient. 
Unfortunately, increasing the sensitivity by using better detec-

tor materials1 or extending the axial field-of-view (FOV) by 
adding more detectors2 significantly increases the cost of PET 
scanners.

A different approach suggested for improving the sensi-

tivity of PET consists of using triple coincidences which are

events in which three γ-rays are detected simultaneously by

the scanner (Fig. 1). Most commonly, these interactions define

at least one valid line-of-response (LOR1−2 in both examples),

and therefore, they contain useful information that can be used

to reconstruct images with better quality. Nevertheless, these

coincidences are often discarded or processed without special

consideration by clinical and preclinical scanners since there

is not a clear criterion to establish which LOR of those defined

by the triple coincidence [LOR1−2, LOR1−3 and LOR2−3 in

(Fig. 1)] is the correct one along which the decay occurred.

It is important to note that triple coincidences occur normally

and with high frequency in any PET acquisition, even when

using standard pure positron emitter radionuclides like 18F,
11C, or 13N. There are several sources of triple coincidences,

for example, interdetector scattered (IDS) events [Fig. 1 (left)]

are triple interactions in which one of the photons coming from

a positron annihilation deposits all its energy in one detector

Fig. 1. Most common triple-coincidence events. (Left) Interdetector scatter

event, IDS: one of the photons coming from the annihilation event interacts

by photoelectric effect in one detector (1) and the other undergoes Compton

scatter in other detector (2) and then photoelectric interaction in a neighbor-

ing detector (3). (Right) Random triple event, RnT : two photons coming from

the same annihilation (1–2) are detected simultaneously with a photon from

a different annihilation (3).

and the other deposits its energy among at least two detectors. 
Although the number of these IDS events relative to stan-dard 
double coincidences depends on the scanner configu-ration 
(e.g., on the crystal’s stopping power), in most cur-rent 
commercial systems (which are based on rings of block 
detectors3–6) the ratio between IDS and double coincidences 
is on the order of 20%.7,8 In some special preclinical scan-ners 
with single-crystal read-out like the MADPET-II (Ref. 9) or 
the LabPET,10,11 much higher IDS to double coincidence 
ratios have been reported [35% (Ref. 12) and 57%,13 respec-
tively] due to the possibility of detecting intercrystal scattered 
events. Random triple events (RnT ) are another type of triple 
coincidences [Fig. 1 (right)] in which two γ-rays from one 
annihilation are detected simultaneously with another γ-ray 
from a different annihilation. Unlike IDS events, the relative 
number of RnT events increases with the activity concen-

tration within the FOV of the scanner, as is the case with 
standard random double events. Moreover, when positron-

gamma emitters like 124I, 76Br, 86Y, or 94mTc are used in a 
PET scanner,14 the additional prompt γ-rays emitted with 
posit-rons also generate triple and higher-order coincidence 
events8 that can be recovered to enhance the photon 
sensitivity.15 Finally, there are other processes which can also 
yield tri-ple coincidences, like random triple events caused by 
three different decays, or positron annihilations generating 
three γ-rays via the formation of orthopositronium.16 These 
events do not provide information about the LORs in which a 
decay occur, but as they are typically one or two orders of 
magnitude less frequent8,17 than the aforementioned triple 
coincidences, we did not consider them in this work.

To the best of our knowledge, most commercial PET scan-

ners simply ignore triple and higher-order coincidences and 
process the data to find photon pairs within predetermined 
time and energy windows. If this is the case, for IDS events, the 
scanner will record a double coincidence only if one of the IDS 
photons [2 or 3 in (Fig. 1)] deposits energy above a minimum 
threshold (e.g., 400 keV for a 400–700 keV energy window). 
This implies that the scanner will be discarding potentially 
useful information (IDS events in which both photons deposit 
energies under the lower energy threshold, e.g., 300 keV each) 
and that incorrect LORs are added to the dataset, i.e., the 
photon depositing the higher energy in an IDS event may or 
may not define the right LOR. For RnT events, there are three 
photons within the scanner energy window, so if triple interac-

tions are not taken into account, then the three photons can be 
included as a set of double coincidences. For example, some 
clinical scanners18 add this type of triple coincidences as one 
or two LORs when 1-pair or 2-pairs of photons are within the 
narrow-coincidence window of the scanner, respectively, and 
reject triples when all the singles are within this coincidence 
window (three valid LORs).
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Methods for assigning IDS events to LORs have been previ-

ously suggested, including choosing the first interaction point 
based on the energy of the detected photons7,19 or algorithms 
based on the kinematics of Compton scatter.12,20 Since these 
methods are intrinsically limited by the energy resolution of 
detectors, other authors have investigated using all possible 
LORs defined by the triple event in the reconstruction by 
distributing them using the same weighting factors for all the 
possible LORs (e.g., 0.5/0.5 for a triple coincidence with two 
valid LORs). Overall, differences in performance among all 
of these methods have been found to be small,12 and although 
apparent scanner sensitivity is increased, improvements in 
image quality arising from the addition of triple coincidences 
have not been convincingly demonstrated. In fact, the only 
work using real data from a scanner13 found that adding IDS 
events using some of the aforementioned algorithms resulted 
in worse image quality than that achieved using only double 
coincidences (e.g., contrast-to-noise ratio was decreased be-

tween 7% and 10% and recovery coefficients between 9% and 
14% with the best performing method).

Other approaches to recover multiple coincidences have 
been reported in nonstandard PET systems capable of record-

ing the 3D coordinates of individual photon interactions.21–24

In some of these studies,21–23 the complete interaction sequence 
for each annihilation photon of IDS or intercrystal scattered 
events is delineated in order to select the earliest interactions 
and, thus, the points defining the LOR containing the original 
decay. In general, a Bayesian estimator based on Compton 
kinematics is used in an iterative reconstruction algorithm 
to ensure that all the interactions within each sequence are 
consistent with the entire dataset. Unlike the earlier studies, 
triple-coincidences and higher-order events were taken into 
consideration because the nonstandard design of these scan-

ners means that IDS events are a significant fraction of the 
total events.21,23 In another recent work,24 the possibility of 
encoding into the system matrix on-the-fly calculated proba-

bilities for the LORs defined by triple interactions was also 
investigated. Although the inclusion of IDS coincidences using 
these methodologies produced PET images with better image 
quality and spatial resolution comparable to those obtained 
using only double coincidences, the requirement of using a 
highly specialized detection system hampers general adoption 
of those approaches. Furthermore, the use of iterative recon-

struction algorithms with such 3D detection systems and/or on-

the-fly calculations of the elements of a system matrix requires 
a significant computational load24 even when implemented on 
fast graphic processing units.21

In this work, we present a general methodology for assign-

ing triple coincidences to LORs that can be used in both block-

and specialized-detector-based scanners and has a negligible

computational cost. This approach consists of using the stan-

dard PET double-coincidence dataset as a reference to assign

probabilities to each of the possible LORs defined in a triple

coincidence. The effect of including triple coincidences using

this approach was compared in terms of sensitivity, noise-

equivalent count (NEC) rates, and image quality with discard-

ing all multiple events (e.g., using only double coincidences)

and equally weighting the LORs in triple coincidences. While

weighting the LORs equally is not a gold standard, we chose

this algorithm to compare with our method because it repre-

sents the current state-of-the-art. All the experiments were per-

formed using the PET component of a commercially available

small-animal PET/CT scanner which was modified to enable

the acquisition and processing of triple coincidences.

2. MATERIAL AND METHODS
2.A. Scanner

The PET component of the small-animal PET/CT scanner 
Argus/CT, manufactured by Sedecal S.A. (formerly eXplore 
Vista/CT commercialized by General Electric Healthcare), 
was used in this work. This scanner (hereafter called “Argus”) 
consists of two rings of small-sized block detectors with depth-

of-interaction (DOI) capability.6,25 The detector modules have 
crystal arrays that contain two layers of 13 × 13 individual 
elements; the front-layer detectors are LYSO (1.45×1.45×7-

mm deep) and the back-layer detectors are GSO (1.45 × 1.45 
× 8-mm deep). Crystal arrays are optically glued at the GSO 
end to a position-sensitive photomultiplier tube (PS-PMT) 
with a 22×22 mm2 active area (Hamamatsu R8520-00-C12).26

Each ring is comprised of 18 of these modules, and each 
module is in coincidence with 14 opposing modules (7 in its 
own ring and 7 in the other ring). This configuration provides 
a transaxial FOV of 67 mm and an axial FOV of 48 mm.

During the scans, the acquisition electronics of the Argus

send data packets to a control computer with information

from single photons detected within a coarse-coincidence

timing window (±10 ns) and a coarse energy window (90

to 750 keV). The computer processes these packets in real-

time to find valid double coincidences. To be classified as a

valid coincidence, and consequently be recorded, each photon

has to be detected within a user-specified energy window

(100–700 keV, 250–700 keV, or 400–700 keV) and within a

predefined narrow-coincidence time window (5 ns for LYSO-

LYSO, 10 ns for GSO-GSO, and 7 ns for LYSO-GSO). The

average timing resolution of this scanner was reported to be

1.3 ns full-width at half-maximum (FWHM) and the energy

resolution for 511-keV photons averaged over all 6084 crystals

was determined to be 26% ± 3.1% in the LYSO layer and

33% ± 4.8% in the GSO layer (mean ± SD).25

To enable the Argus scanner to detect and sort triple coin-

cidences, we slightly tuned the hardware energy window to

accept single photons in a 50 to 800 keV range. In addition,

we rewrote the acquisition software to store optimized list-

mode files containing all the information about single events

detected (within the coarse-coincidence time window) dur-

ing the acquisition; this information included the position of

interaction, the energy, the crystal layer, and the timestamp

(coarse+ narrow). Another program was developed to analyze

the list-mode files offline and group the single events into

standard double coincidences, IDS events, or RnT events using

the following criteria.

• Double coincidences were identified when two single

events were detected in opposite block detectors within

the narrow-coincidence timing window of the scanner,
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and furthermore, both events deposited energy between

400 and 700 keV.

• IDS events were identified as three events detected in

three different block detectors within the narrow-coinci-

dence timing window, with one event depositing energy

between 400 and 700 keV and the remaining two events

deposited a combined energy between 400 and 700 keV

[Fig. 1 (left)].

• RnT events were identified as three photons detected in
three different block detectors within the narrow-coin-

cidence time window and each of them independently

depositing energy between 400 and 700 keV [Fig. 1

(right)].

In this study, we restricted the data acceptance to triple coin-

cidences because those represented the largest fraction of

multiple coincidences in this system, as described in the

Sec. 3. Finally, if a triple event did not meet the criteria

for being classified as an IDS or a RnT event, but it had

two valid photons (within both the time and energy win-

dows), then those two photons were classified as a double

coincidence.

2.B. Proportional method for recovering triple
coincidences

To effectively use triple coincidences, it is logical to con-

sider that a recovery method needs to select—among the

possible LORs defined by the triple interaction [i.e., 1–2,

1–3, or 2–3 in (Fig. 1)]—the one along which the positron

annihilation took place. Note that most of the time, one of the

three possible LORs can be immediately discarded [2–3 in the

example of (Fig. 1)], as it lies outside the FOV of the scanner.

However, our method does not try to choose the correct LOR

in each triple. Instead, it assumes that the distribution of

the LORs defined by each triple interaction is given by the

double-coincidence dataset and simply distributes the triple

events among their possible LORs using the same distribu-

tion that was measured for double coincidences along these

LORs,

LOR1−2=D1−2+

(
D1−2

D1−2+D1−3

)
T,

LOR1−3=D1−3+

(
D1−3

D1−2+D1−3

)
T.

(1)

To understand in an intuitive manner how and why this algo-

rithm (hereafter referred to as the “proportional method”)

works, let us assume a simple PET scanner with only three

detectors (Fig. 2). This assumption can be generalized to any

PET scanner assuming statistical conditional independence

of the detections on different LORs (a typical assumption in

nuclear imaging). In this system, there are only two possible

LORs (LOR1–2 and LOR1–3), and triple coincidences must

necessarily involve the three detectors. If we denote by D1–2

and D1–3, the number of double coincidences detected along

LOR1–2 and LOR1–3, respectively, and by T the number of

Fig. 2. Example PET scanner with only two possible LORs.

triple coincidences detected during the same acquisition (orig-

inating from a disintegration along either of these two LORs),

our method will determine the mean of the number of counts

along LOR1–2 and LOR1–3 (detected as double or triple) ac-

cording to Eq. (1). We show below that under certain reason-

able assumptions, the Eq. (1) is the maximum-likelihood (ML)

estimate for the mean number of counts along LOR1–2 and

LOR1–3.

Let Y be a 3×1 random vector, containing the three afore-

mentioned measurements of double and triple coincidences

[Y = (D1–2; D1–3; T)]. We assume that Y is Poisson distrib-

uted with mean vector Y ∗ = M X , where M is a 3× 2 linear

coefficient matrix, whose elements represent the probability

that a count emitted along any of the two LORs is detected

by the camera either as D1–2, D1–3, or T . The X is a 2× 1

vector containing the mean number of disintegrations along

the LORs [X= (LOR1–2; LOR1–3)]. For the sake of clarity,

let us assume that the sensitivity of all detectors is the same

and equals to 1. That is, if a decay occurs along one of the

LORs, it will be detected with certainty (either as a double

or a triple). We also assume that the probability of detecting

any disintegration along LOR1–2 or LOR1–3 as a triple coinci-

dence is the same, and equal to α, which leads to a matrix M
= [[1−α 0]; [0 1−α]; [α α]]. To find the ML estimate of X ,

we write the Poisson log-likelihood function for measurement

Y , and omitting constant terms, we arrive to

L(Y ∗|Y )=
n∑
i=1

(Yi logY ∗i −Y ∗i ),

where Y ∗ is [(1 − α)LOR1–2; (1 − α)LOR1–3; α(LOR1–2

+LOR1–3)] and Y is our measurement [Y = (D1–2; D1–3; T)].
Then, the Poisson log–likelihood is given by Eq. (2) [note

that the dependence on α’s is factored in constant terms (not

shown)],

L(Y ∗|Y ) = D1−2log(LOR1−2)+D1−3log(LOR1−3)
+T log(LOR1−2+LOR1−3)−LOR1−2−LOR1−3.

(2)

Solving [Eq. (2)] for dL/dLOR1–2= 0 and dL/dLOR1–3= 0 to

find the global maximum, we obtain that

D1−2

LOR1−2

+
T

LOR1−2+LOR1−3

−1= 0,

D1−3

LOR1−3

+
T

LOR1−2+LOR1−3

−1= 0.
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And thus,

LOR1−2=D1−2+
D1−2

D1−2+D1−3

T,

LOR1−3=D1−3+
D1−3

D1−2+D1−3

T.

Using a more general notation, and since in a real scanner

[i.e., a scanner with a full ring of detectors like the one shown

in (Fig. 1)], there are LORs that have contributions from

several triple coincidences (the same LOR can be defined by

different triple combinations), the proposed method can be

written using the following equation [Eq. (3)]:

LORi− j =Di− j+
n∑
k

(
Di− j

Di− j+Di−k+D j−k

)
Ti− j−k, (3)

where LORi− j represents the final number of counts com-

ing either from double or triple coincidences along the LOR

connecting the interaction points i − j, and Di− j, Di−k and

D j−k are the number of double coincidences detected between

interaction points i − j, i − k, and j − k, respectively. Ti− j−k
is the number of times a triple event involving interaction

points i − j − k was detected, and n is the number of triple

coincidences that contribute to LORi− j As mentioned before,

for each possible k value, there is a line-of-response that is

outside of the FOV which should not be taken into account

(either D j−k = 0 or Di−k = 0 for all k). Note also that for a

practical implementation of this method, Di− j, Di−k, and D j−k
in Eq. (3) should ideally be the number of double coincidences

along lines i− j, i− k, and j− k, respectively, after correction

for efficiency (normalization) of each detector pair.

2.C. Normalization of triple coincidences and image
reconstruction procedure

The correction for variations in detection efficiency of each

LOR or sinogram bin in a scanner is known as “normalization”

and has been thoroughly studied for PET imaging,27,28 since

inaccurate correction of these factors leads to artifacts that

affect the quality of reconstructed images. In most previous

studies,12,13,21–23 no special considerations were made for the

normalization of IDS or RnT coincidences, even though there

is no reason to assume that the sensitivity of the scanner for

such events should be similar to the sensitivity for double coin-

cidences. In fact, in the mathematical demonstration shown

in Sec. 2.B, we also made this assumption to simplify the

example.

To clarify this issue, we assumed that sensitivity and thus

the normalization corrections for double, IDS, and RnT events

are all different, and consequently, a specific normalization for

each type of event is required. To evaluate this hypothesis,

we acquired calibration data consisting of double and triple

coincidences using a 68Ge ring source for a 72-h acquisition

time. Triple coincidences were separated into IDS and RnT
events using the aforementioned energy and timing criteria.

The double coincidences (400–700 keV) were stored in a

sinogram [D terms in Eq. (3)], and the inverse of this sinogram

was used as a multiplicative normalization correction for this

type of events. To generate the normalization corrections for

IDS and RnT coincidences, we used the triple-coincidence

term of [Eq. (3)] assuming that all the lines defined by each

triple had the same probability [0.5/0.5 since for each LORi− j
either Di− j = Di−k with D j−k = 0 or Di− j = D j−k with Di−k
= 0]. This distribution must be true when using a centered cali-

bration ring source uniformly covering the FOV of the scanner.

Note that this is equivalent to using in Eq. (3) the double-

coincidence dataset after applying a normalization correction

because, since the normalization is obtained from the same

data to be corrected, the normalized data would be a sinogram

containing a constant value in all the bins. During this pro-

cess, the LOR distribution obtained for IDS and RnT events

was stored in separated sinograms and, as was the case for

double coincidences, the inverse of each of those sinograms

was used as a multiplicative normalization correction for the

corresponding type of event.

The flowchart in Fig. 3 illustrates how the proposed method

for recovery and normalization of triple coincidences can be

incorporated in a simple analytic reconstruction algorithm

such as filtered backprojection (FBP). In the first step, raw

data from the scanner are classified into double, IDS, and

RnT events. Before using the doubles dataset in the recovery

method, we apply to these data the corresponding normali-

zation correction. Since in the proposed method the doubles

dataset (stored into a LOR histogram or sinogram) is used as

a reference to sort triple coincidences, the better the quality of

this reference, the better the algorithm is expected to perform;

therefore, additional standard corrections, e.g., for random or

scattered events and attenuation, may also be applied at this

point. After applying the proposed recovery method, we obtain

Fig. 3. Example of implementation of the proposed recovery method in an analytic reconstruction framework: different types of triple events are recovered using

the proposed method and a normalized doubles dataset. Recovered triple events are then normalized using matched normalization corrections for IDS and RnT
coincidences. Normalized datasets (LOR histograms or sinograms, for example) are then added and reconstructed using an analytic reconstruction algorithm.
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histograms or sinograms containing either recovered IDS or

RnT events. These datasets are then normalized (by multiply-

ing each dataset by their specific normalization corrections)

and added to the already normalized double-event dataset

before proceeding with the image reconstruction. The whole

procedure is summarized by Eq. (4) in which we assume that

Di− j, Di−k, and D j−k are the number of double coincidences

detected along the corresponding LORs after all the afore-

mentioned corrections and αi− j, βi− j are normalization factors

calculated as previously described for each specific type of

triple coincidence (IDS and RnT , respectively) along LORi− j,

LORi− j = Di− j+
⎡
⎢
⎢
⎢
⎢
⎣

n∑
k

(
Di− j

Di− j+Di−k+D j−k

)
IDSi− j−k

⎤
⎥
⎥
⎥
⎥
⎦

αi− j

+

⎡
⎢
⎢
⎢
⎣

n∑
k

(
Di− j

Di− j+Di−k+D j−k

)
RnT i− j−k

⎤
⎥
⎥
⎥
⎦

βi− j .

(4)

2.D. Performance evaluation

The effect on the performance of the scanner obtained by

the inclusion of triple coincidences was measured in terms

of absolute sensitivity, NEC rates for mouse- and rat-sized

objects, and image quality. All these measurements were based

on the NEMA NU-4 standard for the assessment of small-

animal positron emission tomographs.29

In all cases, images containing double and double plus

recovered triple coincidences were obtained following the

method depicted in Fig. 3. Three-dimensional sinograms con-

taining double or triple coincidences were rebinned into 61

sinograms with 175 radial × 128 angular bins using single-

slice rebinning (SSRB) with a maximum ring difference of

7. After sensitivity correction, the resulting sinograms were

added and reconstructed using 2D-FBP with a ramp filter into

a 3D image volume with a voxel size of 0.39× 0.39× 0.78

mm3. We preferred to use SSRB + FBP rather than an iterative

algorithm for image reconstruction because it is a standard

method which is available in any PET scanner and allows

extrapolation of the results of this work to other systems.

Additionally, while image SNR can be predicted by the NEC

rate when using FBP reconstruction, studies suggest that this

is not true when using 3D iterative reconstruction, particularly

for those applications requiring high activity concentration.30

The results obtained with the proposed method were com-

pared in all cases against the results obtained using only double

coincidences (e.g., discarding all multiple events) and against

the case in which triple coincidences are equally weighted

among their possible LORs (average method). Finally, as the

goal of this work is to show the effect on image quality and

overall scanner performance of adding triple events to the stan-

dard coincidences, attenuation, scatter, and random correc-

tions were not applied in any case.

2.D.1. Normalization correction for triple coincidences

To determine differences in scanner sensitivity for double

and triple coincidences, we compared the axial and transaxial

profiles of the sinograms obtained for each type of event

in the calibration procedure. The performance of the pro-

posed normalization correction was evaluated by applying

these corrections to sinograms of a uniformly filled cylinder

containing either IDS or RnT coincidences. Images recon-

structed using SSRB + FBP with a ramp filter were visually

inspected for uniformity artifacts. To quantitatively determine

which correction performed better, we calculated the percent

standard deviation (standard deviation divided by the mean

value) in a region of interest (ROI) of the reconstructed images

containing 75% of the volume of the cylinder.

2.D.2. Scanner sensitivity

The relative sensitivity of the scanner for each type of

event was obtained using a 6.8 μCi 18F point source care-

fully centered in the transaxial direction of the FOV. Two-

minute acquisitions were obtained while the source was being

stepped in 0.75 mm increments across the scanner from end

to end of the axial FOV. The activity was low enough so that

dead time losses were negligible. At each acquisition point,

a sinogram for each type of coincidence (doubles within a

400–700 keV energy window and RnT or IDS coincidences)

was constructed (we used the average method to generate the

IDS and RnT sinograms). Each sinogram was rebinned using

SSRB and the total number of counts per slice was obtained.

Slice sensitivity was calculated by dividing the total counts per

slice by the activity present in the source after correcting for

radioactive decay. It is important to highlight that the increase

in sensitivity obtained by counting triple coincidences in this

way is not giving any additional information other than the

potential increase in sensitivity of the scanner. The amount

of improvement or the effective increase in sensitivity will

depend on the method used to assign the triple coincidences

into LORs.

In this test, we also evaluated the number of triple events

that would be processed as double coincidences in the scanner

if no special treatment was used for triples. Those events

would be all the RnT events (that would be included as two

different LORs) and IDS events in which one of the IDS

photons deposited energy above the lower energy threshold

(400 keV).

2.D.3. Count-rate performance

The NEC rate is determined from the raw PET data (thus

does not depend on factors such as normalization correction)

and is used as an indicator of the image quality achievable by

the system. Since several works demonstrated that the square

of the image SNR is linearly related to the NEC rate for 3D

acquisitions reconstructed using rebinned filtered backprojec-

tion,31,32 this test allows one to evaluate the effect of adding

triple coincidences as a function of the activity concentra-

tion and sample size. Scatter fraction and NEC-rate perfor-

mance were measured using two cylindrical polyethylene

phantoms6,29 that simulated the dimensions of a mouse and a

rat. Initial activity concentrations in the line source within each

phantom were 54 and 6.8 μCi/cm3 for the mouse- and rat-sized
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cylinders, respectively. Five-minute acquisitions were taken

in list mode each hour over a 13-h period while the activity in

the line source decayed. For each of the 5-min acquisitions, we

applied the method described in the NEMA NU-4 protocol29 to

calculate true, prompt, random, and NEC rates, using standard

sinograms just containing double coincidences or doubles plus

triple events recovered using either the proportional method or

the average method.

2.D.4. Image quality

To evaluate image quality, we used a NEMA NU-4 IQ

phantom29 which is composed of a main body that contains

a fillable cylindrical chamber 30 mm in diameter and 30 mm

in length and a solid part 20 mm in length into which 5

fillable rods with diameters of 1–5 mm have been drilled. A

lid attached to the uniform region of the phantom supports two

fillable compartments. These are hollow cylinders 15 mm in

length and 8 mm in inner diameter with 1-mm wall thickness.

The main compartment and the rods (Fig. 4) were filled with

a 4 μCi/cm3± 5% aqueous solution of 18F. One of the two

compartments was filled with water, while the other contained

an activity concentration roughly four times the concentration

used in the main compartment and fillable rods (16 μCi/cm3

± 5%). The phantom was scanned for 30 min in list mode

and reconstructed using only double coincidences and doubles

plus triple coincidences distributed using either the propor-

tional or the average method.

Images from datasets with an increasing number of counts

(doubles or doubles plus triple events) were generated to eval-

uate differences in image quality as a function of the acqui-

sition time. The following ROIs were defined in the recon-

structed images (Fig. 4).

• Hot: a 6 mm diameter by 7.5 mm length cylindrical re-

gion in the insert of the phantom with the highest activity

concentration.

• Cold: a 6 mm diameter by 7.5 mm length cylindrical

region in the insert of the phantom that was filled with

nonradioactive water.

• Background: 22.5 mm diameter by 10 mm long cylin-

drical volume of interest over the center of the uniform

region of the IQ phantom.

• Rods: 10 mm length cylindrical regions of interest with

a diameter twice the physical diameter of each rod.

Quantitative figures of merit for SNR and contrast in the

hot and cold ROIs were used in addition to the NEMA image-

quality test. The SNR is a widely accepted metric that charac-

terizes PET image quality because it reflects the relative signal

level with respect to the noise of the reconstructed image and

thereby is a metric related to lesion detectability.33 The SNR

of the hot and cold ROIs was computed using

SNR=
|μsignal− μbck|

σbck

, (5)

where μsignal is the mean value in the ROI being evaluated

and μbck is the mean value in the background ROI. The noise

in the formula (σbck) is defined as the standard deviation of

the pixel values in the background ROI. Since an increase

in sensitivity implies the ability to acquire shorter scans with

similar SNRs, we also evaluated if the increase in sensitivity

due to the addition of triple coincidences enabled reductions

in acquisition time.

Image contrast refers to differences in intensity in regions

of the image with different levels of radioactive uptake and

thus is indicative of the quantitative accuracy of the system.

This parameter was evaluated in the hot and cold regions using

the following expression:

Contrast=
|μsignal− μbck|

μbck

. (6)

The standard deviation (%) in the background region, the

percent spill-over ratio in the cold insert (mean value of the

cold region divided by the mean value of the background re-

gion), and the contrast recovery coefficients, which are indica-

tive of the spatial resolution of the system, were also evaluated

using the images of the IQ phantom as indicated in the NEMA

NU-4 protocol.29

2.D.5. Small-animal imaging

Finally, we evaluated the effect of adding triple coinci-

dences to the standard PET data in a conventional small-

animal imaging procedure. A 119-g rat was injected with

482 μCi of 18F-FDG, and after a 40-min uptake period, the

rat was scanned for 20 min (2 bed positions, 10 min/position).

Images corresponding to different acquisition time points con-

taining accumulated double coincidences (400–700 keV) or

doubles plus triple coincidences recovered using our method

Fig. 4. A NEMA IQ phantom filled with 18F was used to evaluate the effect of adding triple coincidences to the standard PET data. SNR and contrast were

evaluated in the hot and cold regions of the phantom. The background ROI was used to estimate standard deviation (%) in the images and the rods were used to

estimate the contrast recovery coefficients of the scanner. Rods are 5, 4, 3, 2, and 1 mm in diameter. ROIs in the rod regions had twice the physical diameter of

each rod (not drawn to scale).
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Fig. 5. Axial sensitivity profile for double and triple coincidences. Differ-

ences in the axial sensitivity profile of the scanner for double and triple events

indicate the need to apply independent normalization corrections for some of

the datasets. The profiles are scaled to the slice with the maximum number of

counts for each type of event to allow their direct comparison. Vertical lines

in the plot indicate the position of the center of the two rings of the scanner

and the gap between them. Doubles: double coincidences, IDS: interdetector

scattered events, RnT : random triple events.

were compared. In this case, images were reconstructed using

SSRB, FBP, and a Butterworth filter (order 2, cutoff 0.4).

3. RESULTS
3.A. Normalization correction

Figure 5 shows the axial sensitivity profiles obtained for

double, IDS, and RnT events. Sensitivity for IDS events in

this scanner is increased for the LORs that have an interaction

point close to the gaps between detector rings which, for

most scanner configurations, represents a region with reduced

sensitivity to standard coincidences. This can be clearly seen

in the axial sensitivity profiles plotted in Fig. 5 in which an

increased sensitivity to IDS coincidences is shown in the slices

corresponding to the inner half of each detector ring (slices

13–26 and 34–47). This effect is attributable to IDS events

scattering from one ring of detectors into the other.

Furthermore, differences among these profiles indicate that

the standard normalization for double coincidences is not

appropriate for normalization of IDS events. However, since

the transaxial (not shown) and axial sensitivity profiles for

RnT and double coincidences are similar, the same normali-

zation correction might be used for both datasets. Additional

evidence supporting this finding is shown in Fig. 6 in which

the effect of using mismatched normalization corrections can

be appreciated in the reconstructed slices of a homogeneously

filled cylindrical phantom. The uniformity artifacts visible in

Fig. 6(1) indicate that the doubles normalization is not well-

suited for correction of the IDS events. The remaining images

[Fig. 6(2–4)] are artifact-free, showing that an appropriate

normalization of IDS and RnT events is achieved with their

respective specific calibrations. As the doubles correction still

applies correctly for RnT events, and since it provides bet-

ter statistics, this correction was used for RnT events in the

experiments. Percent standard deviation measured in a ROI

containing 75% of the volume of the phantom was of 36.3%,

16.2%, 17.1%, and 17.6% for the cases represented in Fig. 6

(1 to 4, respectively).

3.B. Scanner sensitivity

The apparent increase in sensitivity due to IDS and RnT
events was 17.9% and 0.46%, respectively. Triple coinci-

dences represented 95.4% of all the multiple coincidence

events detected, and of those, 97.4% had two valid LORs

(between allowed coincidence pairs of block detectors). Note

that since the RnT event rate increases with the amount of

activity and this test was performed at very low activity

concentration, the potential increase in scanner sensitivity due

to RnT events is not reflected in the results. Of the 17.9% IDS

events detected during this test, only a 1.7% was events in

which one of the IDS photons had energy above 400 keV,

which means that most of these events would be effectively

filtered by the energy window of current PET scanners in a

standard acquisition.

3.C. Count-rate performance

The double-coincidences background in the scanner due to

the intrinsic radioactivity of the detectors was found to be 6

counts/s for a 400–700 keV energy window. The triple coin-

cidences background rate was not included in the calculations

since it was found to be negligible (less than 0.25 counts/s for

IDS events and ∼0 counts/s for RnT events). Figure 7 (left)

shows the NEC curves obtained for each phantom (mouse and

rat) and combination of events (doubles, doubles + IDS, and

doubles + IDS + RnT) when the proposed methodology for

recovery of triple coincidences was used. The contribution of

Fig. 6. Effect of normalization correction. Images 1–4 are FBP-reconstructed slices of a cylindrical phantom uniformly filled with 18F. Images 1 and 2 were

obtained after applying the normalization correction for doubles and for IDS events, respectively, to a sinogram containing only IDS recovered events. Images

3 and 4 were obtained after applying the doubles normalization correction and the RnT matched correction, respectively, to a sinogram containing only RnT
recovered events. Uniformity artifacts, clearly visible in (1), are caused by mismatched scanner sensitivity between double and IDS coincidences. Images 2–4

are properly corrected and artifact-free. In all the cases, triple coincidences were recovered using the proportional method.
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Fig. 7. Noise-equivalent count rates obtained for mouse- and rat-sized phantoms (left) and percentage improvement in NEC rates due to the addition of triple

events as a function of the activity concentration (right). Peak NEC rates for double coincidences and double plus triple-coincidence events are shown in (Table I)

for both phantoms and recovery methods. Triple-coincidence data used to generate these plots were recovered using the proposed method.

IDS events to the NEC is almost constant and does not depend

on the activity concentration or object size. On the other hand,

since the RnT event rate increases with the activity in the

FOV, the relative contribution of these events is a function of

this parameter and is also related to the object size [Fig. 7

(right)]. In this study, random triple events coming from three

different annihilations were considered negligible compared to

RnT . In any case, it would be possible to estimate the relative

abundance of these events using a delayed time window for

triples and thus calculate a correction for the triples dataset.

In general terms, the contribution of triple events recovered

using our method to the NEC curve increases with the doubles

NEC rate until the peak is achieved and remains almost con-

stant from there. This behavior is related to several factors:

first, the higher the doubles NEC rate, the better the SNR in

the doubles histogram used as a “reference” by the recov-

ery method, and therefore, the performance of the method

is expected to be higher. Second, if there is no information

in the “doubles” histogram (Di− j = Di−k = 0 or Di− j = D j−k
= 0) related to the triple interaction being evaluated, the triple

event will be discarded avoiding the inclusion of extra noise

in the resulting triples histogram. At the activity concentration

values where the peak rates were reached (Table I), the rela-

tive contribution of IDS and RnT events recovered using the

proportional method incremented NEC values by 26.6% and

32% for mouse- and rat-sized objects, respectively, while the

average method resulted in almost no improvement for the rat-

sized phantom and a mild improvement (7.6%) for the mouse-

sized phantom. Furthermore, the proposed method reduced the

apparent SF (ratio between scattered events and true events)

in the data in both cases (7.7% for mouse and 2.75% for the

rat phantom) while the average method increased this fraction

by 30.4% and 17.8% for the mouse- and rat-sized objects,

respectively. Since the total scatter fraction is reduced when

triple events recovered with the proportional method were

added to the double coincidences, the fraction of triple events

classified as true events must be greater than that fraction for

double coincidences. Note that the activity concentration in

the phantoms during these measurements was very low, and

consequently, the total number of counts in the sinograms

used to calculate the SF was small too, with several bins with

zero value and with most of the counts concentrated in the

bins corresponding to the line insert of the phantoms. In this

situation, the algorithm provides much higher weights to those

Table I. Counting rate performance of the Argus scanner. Peak NEC rates in k counts/s.

Rat (3.72 μCi/cm3) Mouse (17.6 μCi/cm3)

Peak NEC SF (% ± SD) Peak NEC SF (% ± SD)

D 37.39 23.28 ± 1.16 92.82 13.75 ± 0.55

Average method D + IDS 37.54 26.90 ± 1.05 96.73 17.77 ± 0.56

D + IDS + RnT 37.91 27.42 ± 1.11 99.83 17.93 ± 0.58

Proportional method D + IDS 45.12 22.65 ± 1.18 109.59 12.73 ± 0.57

D + IDS + RnT 49.34 22.64 ± 1.19 117.52 12.69 ± 0.59
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Fig. 8. SNR and contrast in the hot [(A) and (B)] and cold [(C) and (D)] ROIs and standard deviation (%) in the background ROI (E) for double and for double

+ triple events as a function of the acquisition time. Triple events were recovered using either the proportional method [D+T (Pr)] or the averages method

[D+T (Av)]. Assuming a target acquisition time of 20-min, the use of triple coincidences produced similar levels of SNR and percentage noise in ∼80% of the

acquisition time.

lines passing through the line insert and discards most of the

lines not crossing the line source, which in turn explains the

improvement in the observed SF.

Finally and again due to the low activity concentration

in the phantoms during the SF measurement,29 the relative

contribution of RnT events to this parameter is not reflected in

the results shown in Table I (i.e., the RnT rate was negligible).

3.D. Image quality

3.D.1. Signal-to-noise ratio and standard deviation

Figure 8 shows the SNR in the cold and hot ROIs of the IQ

phantom, as well as standard deviation (%) in the background

ROI. The plot was generated using datasets with an increas-

ing number of double or double plus triple events recovered

using either the average or the proportional method. The pro-

posed proportional method consistently produced images with

reduced standard deviation (%) and higher SNR, while the

average method slightly reduced the standard deviation (%) in

the uniform region of the phantom but provided worse SNR in

the hot and cold ROIs than that achieved by discarding all the

triples. Note that image degradation obtained with the average

method is also caused by the use of the doubles normalization

correction for IDS events. Even though from the results shown

in Sec. 3.A it is clear that a specific normalization correction

would also be necessary in this case, we preferred not to use

this specific correction to better compare our approach with

state-of-the-art methodologies.

Using data acquired for 20 min (the NEMA protocol spec-

ifies a 20-min acquisition for the image-quality test29), absolute

improvements inSNRdue to the recoveryof triplecoincidences

with our method were 5.36% and 4.5% in the hot and cold

regions, respectively, while reduction in standard deviation (%)

in the uniform region was 4.94%. Although improvements in

SNR are relatively small in magnitude, they are large enough

to allow a significant reduction in acquisition time for a given

SNR level. As shown in Fig. 8, and again using as a refer-

ence the 20-min acquisition time defined in the NEMA pro-

tocol, the use of triple coincidences allows obtaining similar

levels of SNR and standard deviation (%) as those obtained

Table II. Contrast in the hot and cold regions and percentage SOR in the cold region [± standard deviation (%)]

[standard deviation (%) was calculated from images at different acquisition time points (Fig. 8)].

Hot Cold %SOR

Doubles 2.79% ± 0.48% 0.91% ± 0.74% 10.21% ± 5.87%

Average method D + IDS + RnT 2.71% ± 1.25% 0.89% ± 0.86% 11.91% ± 7.05%

Proportional method D + IDS + RnT 2.78% ± 0.52% 0.91% ± 0.81% 10.52% ± 6.01%
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Table III. Contrast recovery coefficients ± standard deviation (%) [standard deviation (%) was calculated as defined in the NEMA NU4 protocol (Ref. 29)].

1 mm 2 mm 3 mm 4 mm 5 mm

Doubles 0.28% ± 31.0% 0.54% ± 23.4% 0.79% ± 23.5% 0.96% ± 22.5% 1.10% ± 22.7%

Average method D + IDS + RnT 0.27% ± 30.3% 0.52% ± 22.9% 0.75% ± 23.6% 0.93% ± 22.4% 1.07% ± 22.4%

Proportional method D + IDS + RnT 0.28% ± 30.5% 0.54% ± 23.0% 0.79% ± 22.5% 0.96% ± 21.5% 1.11% ± 21.7%

using only double coincidences in ∼80% of the acquisition

time[theSNRin thecold region (Fig.8)wasused toprovide this

estimation]. Importantly, it can be seen in Fig. 8 that the reduc-

tion in acquisition time provided by this method depends on

our target SNR. For example, if our target SNR is that achieved

after a 10-min acquisition time using only double coincidences,

the relative reduction in acquisition time provided by the use

of triples is ∼13%, instead of the ∼20%, obtained when the

target is the SNR resulting from a 20-min acquisition time. In

addition, it is also important to note that the NEMA protocol

states that the main compartment of the phantom has to be filled

with 100 μCi, which is a very low activity concentration, even

for mouse imaging (i.e., people generally use 250–500 μCi). At

higher values of activity concentration, the increased number

of RnT events combined with better statistics in the doubles

dataset may serve to provide better improvements from the

addition of triple coincidences (see Sec. 3.D.3).

3.D.2. Contrast, percentage SOR, and recovery
coefficients

The results in Table II show contrast values obtained in the

hot and cold regions using either doubles or doubles plus triple

events after a 20-min acquisition. In the cold region, since no

activity was present, ideally a contrast of 1 should be obtained

from Eq. (6). Similarly, since the activity in the hot region

was four times the activity concentration in the background

region (Fig. 4), a contrast equal to 3 would be obtained for that

ROI. The values presented in the table were achieved with

a relatively small number of counts for images containing

either double or double plus triple coincidences. Variations of

contrast in both regions as a function of the number of counts

included in the plots (Fig. 8) were not significant (e.g., the

standard deviation (%) values in Table II). This implies that

if triple coincidences are used to reduce acquisition time, not

only the SNR but also the contrast will be similar to that

obtained using standard coincidences and a longer acquisition

time. Contrast was consistently worsened in both ROIs

when the average method was used to recover triple coinci-

dences.

Percentage spill-over ratio in final images (20-min acqu-

isition) was found to be worsened by 3.1% and by 16.7%

when adding triple coincidences to the standard double-

coincidences dataset with our method and with the

average method, respectively (Table II). Spill-over ratios are

commonly used to assess the performance of the scatter and

random correction algorithms; however, those corrections

were not applied to the double-coincidences datasets used in

the present study. As indicated in Sec. 2.C, such corrections

can be applied to the doubles dataset before its use in the

proposed recovery method. The use of a corrected version of

the doubles dataset, although not addressed in this work,

could provide not only improvements in this figure of

merit (percentage SOR) but also an overall increase in

performance, since the activity distribution used to sort triple

coincidences will be more accurate. The proposed method also

provided CRC values similar to those obtained with double

coincidences (Table III) while also reducing the standard

deviation due to the addition of extra counts. In contrast, the

average method worsened the contrast recovery coefficients

of the system, even though it provided a reduction of SD (%)

in two of the five spheres.

Fig. 9. Sagittal and axial views of a rat injected with 18F-FDG. Images shown were obtained using all double coincidences and double plus triple coincidences

recorded during ∼75% and 100% of the acquisition time (20 min). Shown on the right are profiles (A – A′ and B – B′) along the axial views (slice 1 and 2)

comparing the results obtained in each case.
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3.D.3. Small-animal imaging

The 18F-FDG dose injected into the animal (∼4 μCi/cm3)

was chosen to maximize the NEC-rate performance of the

scanner and thus the amount of improvement provided by the

inclusion of triple coincidences (see Sec. 3.C). Figure 9 shows

sagittal views of the rat along with axial slices corresponding

to positions denoted as slice 1 and slice 2. The plots on the right

are profiles along the axial views (A - A′ and B - B′) comparing

the values for double events (400–700 keV) accumulated

during the 20-min acquisition with those obtained after adding

double and triple coincidences using only the first 15.1 min

of the acquisition and the 20-min acquisition. As can be

seen, similar levels of SNR were found in the 15.1 (doubles

plus triples) and 20 min (doubles only) images demonstrating

that a reduction of acquisition time on the order of ∼25%

can be achieved in this standard imaging procedure. More-

over, a direct comparison between the 20-min images

containing either double or double plus triples shows an

increase in SNR due to the effective increase in sensitivity,

consistent with the results obtained in the NEC-rate measure-

ments.

4. DISCUSSION AND CONCLUSIONS

While previous attempts to increase the sensitivity of PET

scanners using IDS events have been focused on systems using

specialized detectors,12,13,21–23 this work demonstrates that

those events can not only be detected but also effectively used

in conventional block-detector-based scanners. Moreover,

since our method only uses the distribution of standard PET

coincidences to estimate the most probable distribution for

IDS events, it does not suffer from limitations imposed by the

energy resolution of the detectors as occurs with Compton-

scatter kinematics-based methods. In addition, this approach

allows the recovery of other types of significant triple coin-

cidences, such as RnT , which could not be recovered by any

method based on Compton kinematics. Furthermore, although

we only used 18F in this work, our proposed method can also

be directly applied to the triple coincidences of positron-

gamma emitter PET radionuclides.

This work demonstrates that normalization correction is a

key factor for using the information contained in IDS events

effectively. To our knowledge, only a contemporary study24

took into account the possibility of having different sensitivity

profiles for double and IDS coincidences, while in previous

works, standard normalizations were applied to datasets

containing double and IDS events.12,13 Importantly, adding

incorrectly normalized data to the standard PET coincidences

can adversely affect image-quality metrics such as SNR or

contrast-to-noise ratio, which may further explain results

found in the earlier studies13 that utilized real data from a

scanner. In this work, we provide a general method to generate

normalization correction for triple coincidences which is

effective and can be obtained from the same acquisition used

for calibration of double coincidences. However, it would

require a longer acquisition time than the one used for double

coincidences, or the use of some appropriate noise-reduction

strategy,28 in order to obtain similar statistical precision for

double and triple coincidences.

Although the proposed methodology can be incorporated

within a state-of-the-art 3D iterative reconstruction algorithm,

we preferred to use a standard FBP reconstruction because

image quality provided by iterative algorithms not only de-

pends on the statistical properties of the data but also on their

specific implementation, the accuracy of the system model,

and the number of iterations among other elements. An impor-

tant factor that should be considered when implementing the

proposed method within an iterative reconstruction algorithm

is that since our method adds noninteger values to the data,

datasets containing double and triple coincidences will not be

“by definition” Poisson distributed. Although most iterative

reconstruction algorithms for PET assume Poisson statistics, it

is possible to derive common reconstruction algorithms such

as OSEM without assuming this distribution.34

In the Argus scanner, IDS events provided an almost

constant increment of ∼18% in the true-event rate which

does not depend on the distribution of the activity, whereas

the increase provided by RnT events is a function of this

parameter and ranged from ∼0.1% with low activity to more

than 8% at the activity concentrations where peak NEC rates

were achieved [Fig. 7 (right)]. This increase in sensitivity

translated into improvements of 26.6% and 32% in peak

NEC rates for mouse- and rat-sized objects, respectively. The

amount of improvement provided by the inclusion of triple

events has been shown to increase with both the doubles NEC

rate and the absolute rate of triple coincidences. These results

were consistent with those obtained in the image-quality

experiments, for which we found that bigger reductions in

acquisition time were achievable when higher levels of image

SNR were the target (Fig. 8). In fact, both findings are related

to the number of counts recorded in the doubles histogram

or, in other words, the amount of noise in the dataset used

as a reference by the proportional method. Since for Poisson

distributed variables, the relative standard deviation of the

measurement (e.g., in each bin of a sinogram) is related to

the inverse square-root of the number of counts recorded (in

the corresponding bin), it is logical to expect that a doubles

histogram with a higher count density will provide smaller

uncertainties for the distribution of triple coincidences and,

consequently, a better improvement in the SNR of the final

image. This may be a big advantage in clinical scanners, since

those systems use sinogram bin sizes much bigger than those

used in preclinical scanners, and thus, a higher count density

can be expected in the doubles dataset.

Regarding practical considerations for the implementation

of this method in other scanners (i.e., clinical scanners), it must

be taken into account that to recover IDS events, it is necessary

to broaden the hardware energy acceptance window, and this

can increase the dead time and affect the counting capabilities

of the system (e.g., NEC rates), since we will be recording

many more events than with a narrow energy window centered

at 511 keV. In our case, since the hardware energy-acceptance

window of the scanner is set by default to 90–750 keV (the

energy windowing is done by software) and we changed it

to 50–800 keV, this effect was negligible. However, if the

12



acquisition electronics of the target scanner are not adequate

for working in this mode, the extra dead time due to the

increased number of events recorded can negatively affect the

scanner performance. Fortunately, acquisition electronics for

PET systems have evolved from analog implementations to

highly parallelized digital systems using free-running analog-

to-digital converters which introduce almost negligible dead

time,32,33 thus mitigating this potential flaw in performance.

Another interesting consideration in clinical scanners is that

the time-of-flight (TOF) capabilities of those systems can be

easily combined with the proposed algorithm, for example,

by using a methodology similar to that proposed in Ref. 7 to

assign timestamps to each LOR in a triple event.

The proposed method to recover triple coincidences

combined with appropriate normalization corrections has been

shown to be capable of providing images with SNR superior

to that achievable by using only standard coincidences, while

preserving contrast (does not introduce bias) and spatial

resolution. Similarly, the increased sensitivity provided by

triple coincidences can be effectively used to reduce the

acquisition time required to obtain a given SNR in the images.

As we showed in Sec. 3.D, inclusion of triple events allowed

us to achieve levels of SNR in a NEMA image-quality test

similar to those achieved using only double coincidences in

∼80% of the time. More importantly, when adjusting injected

dose values based on NEC performance of the scanner, the use

of triple coincidences allowed us to achieve a ∼25% reduction

in acquisition time (Fig. 9) during a common preclinical PET

imaging protocol.
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